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Public Health Reasons
Minimum residuals of disinfectant must be maintained throughout
the pool water to insure the killing of pathogenic organisms that can
be the specific causitive agents of disease.
Some chemicals, such as chlorine, when maintained at proper resi-
dual levels, will help prevent the growth of algae that will discolor the
pool water and cause the floors to be slick.
6. pH Level.
pH levels of the Pool water must be maintained between 7.0 and 8.4
unless superchlorination is employed-at which time the maximum
pH may be increased to 8.9 at normal chlorine residuals; however, the
optimum level appears to be between 7.5 and 8.0.
Public Health Reasons
Proper pH must be maintained to obtain the optimum results from
the disinfectant and not cause skin and eye irritations.
7. Swimming Limit.
Diving Area-A maximum of 12 persons is permitted in the area
within 10 feet of each diving board or platform. Only one person is
allowed on any diving board at one time.
Swimming Area-In the area between the transition point and the
diving area, one person is allowed for each 24 square feet of surface
area.
Non-Swimming Area-In the shallow area, one person is allowed
to each 10 square feet of surface area.
Public Health Reasons
The pool is designed for a maximum number of bathers at any one
time. Overloading the pool will increase the disinfectant demand and
may reduce the water quality. Maximum load regulations are also re-
quired for safety reasons.
8. Personal Regulations.
All persons should be required to take a cleansing shower bath in
the nude before entering the pool. Anyone with a communicable
disease, skin, eye, ear or nasal troubles shall be excluded from the
pool. No spitting, spouting of water, or blowing of the nose in the
pool shall be allowed. Boisterous or rough play should not be
tolerated.
Public Health Reasons
Cleanliness of bathers will reduce chances of spreading disease and
keeping to a minimum disinfectant requirements and the load on the
filters.
To exclude those with communicable diseases, skin, eye, ear or nasal
troubles and to prohibit any discharges from the body, will eliminate
possibilities of spreading disease.


